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16.  Section 02560 2.1.1  Talks about using Coal Tar Coating for all kinds of things – which has been used for 
the Pipe support system in the utilidors in the past. Then it says Sealmastic No.2 emulsion can be used, which is 
being used for sealing the outside of the utilidor and manholes on phase II and III. The next section 02560 3.5 
Talks about waterproofing with Bituminous Hot Mopping and than says Sealmastic No. 2 Emulsion may be 
substituted. Which system do you want there is a very large cost difference between the Hot applied and the 
Sealmastic?  Hot applied being the most costly. 
 

A:  The specification lists several acceptable products and leaves it up to the contractor to choose which 
one to use. 
 

17.  Drawing C3.27.3, NEW SEWER/COND. PLAN MH H5-4-1 WITH OPTION 4, BUT WITHOUT 
OPTION 5, indicates a new 20” sewer line.  Drawing C3.28.3, NEW SEWER/CONDENSATE PLAN MH H5-
4-5 WITH OPTION 5, BUT WITHOUT OPTION 7, indicates a new 18” sewer line.  We are unable to locate 
where the 20” sewer line transitions to an 18” sewer line.  Please provide direction / clarification. 
  

A:  Transition point is shown on drawing C2.07 
 
18.  Drawing C3.01.3, NEW LOWER PLAN MH H4-3-7, indicates a new 8” gravity sewer (Bottom) running to 
MH 288.  Drawing C3.02.1, NEW LOWER PLAN M H 114-2-11, indicates a 6” gravity sewer below.  We are 
unable to locate where the 8” gravity sewer transitions to the 6” gravity sewer.  Please provide direction  / 
clarification. 
  

A:  The new 6" gravity sewer from MH H4-2-11 goes all the way to MH H4-3-7, were it joins the existing 
8" Wye.  The existing sewer lines between leaving H4-3-7 to the west may be either 6" or 8".  To reflect 
this clarification the drawings will be corrected as follows: 
 
Note "REMOVE 8" FORCE SEWER" in detail EXIST. SECTION A-A on C3.01.1 shall read "REMOVE 
6" OR 8" FORCE SEWER" 
Note "REMOVE 8" GRAVITY SEWER" in detail EXIST. SECTION A-A on C3.01.1 shall read 
"REMOVE 6" OR 8" GRAVITY SEWER" 
 Note "REMOVE 8" GRAVITY AND 8" FORCE SEWER" in detail EXIST. LOWER PLAN MH H4-3-7 
on C3.01.3 shall read "REMOVE 6" OR 8" GRAVITY AND 6" OR 8" FORCE SEWER" 
 Note "8" GRAVITY SEWER (BOTTOM)" in detail NEW LOWER PLAN MH H4-3-7 on C3.01.3 shall 
read "6" GRAVITY SEWER (BOTTOM)" 
Note "REMOVE 6" FORCE SEWER" in detail EXIST. SECTION E-E on C3.01.3 shall read "REMOVE 
6" OR 8" FORCE SEWER" 
Note "REMOVE 6" GRAVITY SEWER" in detail EXIST. SECTION E-E on C3.01.3 shall read 
"REMOVE 6" OR 8" GRAVITY SEWER" 
Note "8" GRAVITY SEWER" in detail NEW SECTION F-F on C3.01.3 shall read "6" GRAVITY 
SEWER" 
Note "REMOVE 8" FORCE SEWER" in detail NEW SECTION H-H on C3.01.4 shall read "NEW 8" 
FORCE SEWER" 
Note "REMOVE 8" GRAVITY SEWER" in detail NEW SECTION H-H on C3.01.4 shall read "NEW 6" 
GRAVITY SEWER" 
Note "REMOVE 8" GRAVITY SEWER" in detail EXIST. SECTION G-G on C3.01.4 shall read 
"REMOVE 6" OR 8" GRAVITY SEWER" 
Note "REMOVE 8" FORCE SEWER" in detail EXIST. SECTION G-G on C3.01.4 shall read "REMOVE 
6" OR 8" FORCE SEWER" 
Note "10" TO 6" REDUCER" in detail WATER/SEWER SECTION H-H on C3.02.2 shall read "10" TO 8" 
REDUCER" 
Note "6" FORCE SEWER" in detail SECTION G-G on C3.02.3 shall read "8" FORCE SEWER" 

 Note "6" FORCE SEWER" in detail SECTION F-F on C3.02.3 shall read "8" FORCE SEWER" 
 
19.  Drawing C.3.08.1, NEW WATER/STEAM PLAN, Fire Hydrant Location, indicates to see Detail C / C32 / 
C55.  Similarly, Drawings C3.09.1, C3.10.1 and C3.11.1 indicate a detail also.  However, we cannot find the 
details indicated.  Please provide direction. 
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A:  On C3.08.1 - Detail C/C32C55 does not exist.  Instead See Sheet C4.10 
On C3.09.1 - Detail C/C34/C55 does not exist.  Instead See Sheet C4.10 
On C3.10.1 - Detail C/C36/C55 does not exist.  Instead See Sheet C4.10 
On C3.11.1 - Detail C/C39/C55 does not exist.  Instead See Sheet C4.10 
 

 
20.  Drawing C3.08.1, NEW WATER/STEAM PLAN, Fire Hydrant Location, indicates a check valve in the 
line feeding the fire hydrant.  Drawings C3.09.1, C3.10.1 and C3.11.1 do not indicate a new check valve in the 
lines feeding the fire hydrants.  Are all drawings correct as detailed?  Please provide clarification. 
 

A:  C3.08.1 should not show a check valve on the detail showing NEW water/steam plan MH H4-8-4.  The 
piping configuration between the hydrant and the 6" gate valve should resemble that shown on C3.09.1, 
C3.10.01, C3.11.1.   See sheet C4.10 

 
21.  The Phasing of Having to have Oak Ave done before starting on Neely Rd would require that Oak Ave be 
done the 1st year and Neely being done the 2nd year, with landscaping for Oak being done during the Neely Rd 
utilidor upgrade. The problem comes in with the Section 02921 3.1.1 Seeding Time. Seed shall be installed 
from 30 may to 15 August.  There would not be enough time to upgrade Neely and Landscape by August 15th. 
Can the Landscaping be done the following spring for Neely Rd? 
  

A:  Final seeding for Neely Road portion of work can be completed in Spring 2007 in accordance with 
02921, Para 3.1.1  

 
22.  We are unable to locate type, grade and finish specifications for flange bolts (or studs) and nuts in 
Specification Sections 02511 and 02559.  Please provide direction/clarification. 
 

A:   There are no special requirements for flange bolts (or studs) and nuts for steam and condensate systems 
(Specification 02559). Type, grade and finish specifications should be in accordance with requirements to 
match the associated flange. This would include the pressure and temperature of the piping in which the 
flange is installed and the pressure class of the flange. Flanges for steam and condensate systems in 
Specification 02559 are required to meet ASME B16.5, class 150. 

 
23.  Specification section 01015 section 1.23, 6th paragraph refers to using Whidden road as a bypass or detour 
road, is there a drawing or other information available that reflects the location of this road, I could not locate it 
on the contract drawings. 
   

A:  Whidden Road can be seen on the Location and Vicinity Map.  It is part of the haul route, and goes 
north from the west end of Montgomery Road to Gaffney Road. 

 
24.  Also in the same paragraph it states “During closure of Meridian road”, in the third paragraph of this 
section it states “Meridian may not be closed during construction except for small regional detours”.  Is the 
rerouting of traffic and the closure of Meridian considered a small regional closure? 
  

A:  In order to rehabilitate the utilidor crossing at Meridian and Montgomery Road, a portion of Meridian 
in that intersection may need to be closed to traffic for a period of time.  During this period, traffic will 
need to be re-routed to Whidden to allow access to Gaffney.  There's no time limit  on how long traffic may 
use Whidden as an alternate route for Meridian to Gaffney, but there is a two-month time limit on the 
closure of Montgomery Road at Meridian.  Other "small regional detours" would entail closing very small 
portions of Meridian where the utilidor crosses at Neely Road and at Oak Avenue if needed.  The small 
regional detours could send traffic around the block or, with base coordination, a jog around the site 
through one of the open dirt areas near the road.  The idea is to minimize impact on Meridian and keep 
closures small and as short as possible. 
 



Amendment 0003 (08/17/04) 

Whidden is currently set up and striped for two-way traffic, but a temporary signal will still need to be 
installed at Whidden and Gaffney.  Whidden striping and signs shall be returned to one-way traffic going 
north between Montgomery and Gaffney when utilidor project is completed. 
 
 

25.  Specification Sections 02511.3.4 and 02559.3.5.2 indicate that straight runs of pipe over 15 feet supported 
on beams or brackets  shall be provided with a cylinder type alignment guide etc.   Are beams and brackets  
intended to mean the utilidor support systems pipe racks and rollers which would then require the water, steam 
and condensate lines in all utilidors to have alignment guides at 15 foot intervals ?   Please provide clarification. 
  

A:  Yes, beams and brackets are intended to mean the utilidor support systems pipe racks and rollers. Yes, 
this does mean it is required that the steam, and condensate lines in all utilidors to have alignment guides. 
No, it does not mean that the alignments guides are required to be installed at 15 foot intervals. There is 
nothing in this paragraph which states 15 foot intervals. It simply means that "straight runs of pipe over 15 
feet long" are required to have cylinder type alignment guides.  In section 02511 paragraph 2.17, pipe 
alignment guides are required to conform to section 02559. In section 02559 paragraph 2.10, the interval 
spacing is required to be installed as recommended by the joint manufacturer.   

 
26.  Specification Section  02533:   Are alignment guides required on the sewer piping in utilidors? 
 

A:  Yes! it refers to the water specification for this item. 
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